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Type/working width Transport 
width in m / ft 1

Frame length 
in m / ft 1 Hoe elements Hoe stars hp/kW Weight 

approx. kg / lbs

Corn: Row spacing 60-70 cm / 23.6-27.6“, adjustable

EMR   2-rows RIGID 1.60 / 5.2 1.60 / 5.2 3 16 20/15 440 / 970
EMR   4-rows RIGID 3.00 / 9.8 3.00 / 9.8 5 32 40/30 700 / 1543
EMR   6-rows RIGID 4.40 / 14.4 4.40 / 14.4 7 48 60/44 920 / 2028
EMR   6-rows HG 2 3.00 / 9.8 4.40 / 14.4 7 48 60/44 1180 / 2600
EMR   8-rows HG 2 3.20 / 10.5 5.80 / 19.0 9 64 80/51 1450 / 3197

Potato: Row spacing 60 – 70 cm / 23.6-27.6“, adjustable

EKR   2-rows RIGID 1.60 / 5.2 1.60 / 5.2 3 8 20/15 400 / 882
EKR   3-rows RIGID 2.30 / 7.5 2.30 / 7.5 4 12 30/22 490 / 1080
EKR   4-rows RIGID 3.00 / 9.8 3.00 / 9.8 5 16 40/30 620 / 1367
EKR   6-rows RIGID 4.40 / 14.4 4.40 / 14.4 7 24 60/44 800 / 1767
EKR   6-rows HG 2 3.00 / 9.8 4.40 / 14.4 7 24 60/44 1060 / 2337
EKR   8-rows HG 2 3.20 / 10.5 5.80 / 19.0 9 32 80/59 1290 / 2844
EKR 12-rows HG 3, 4 3.00 / 9.8 8.60 / 28.2 13 48 140/103 2000 / 4410

Beet, vegetable, special crops: Row spacing 30-45 cm / 11.8-17.7“, adjustable

EGR   2-rows RIGID 1.10 / 3.6 1.10 / 3.6 3 8 15/11 400 / 882
EGR   3-rows RIGID 1.60 / 5.2 1.60 / 5.2 4 12 20/15 490 / 1080
EGR   4-rows RIGID 2.00 / 6.6 2.00 / 6.6 5 16 40/30 620 / 1367
EGR   5-rows RIGID 2.45 / 8.0 2.45 / 8.0 6 20 50/37 710 / 1565
EGR   6-rows RIGID 3.00 / 9.8 3.00 / 9.8 7 24 60/44 800 / 1764
EGR   7-rows HG 2 3.00 / 9.8 3.35 / 10.1 8 28 60/44 1200 / 2646
EGR   8-rows HG 2 3.20 / 10.5 3.80 / 12.5 9 32 70/51 1290 / 2844
EGR 12-rows HG 2 3.20 / 10.5 5.60 / 18.3 13 48 80/51 1650 / 3638

Technical data ROLLSTAR

Length of frame profile = row spacing x number of rows + 20 cm / 7.9“ (transport width will change)

1	 for a row spacing of 70 cm / 27.6“ (potato, corn) respectively 45 cm / 17.7“ (beet, vegetable
2	 hydraulic folding - triple-frame
3	 hydraulic folding - double folding frame, folds to 3.00 m / 9.8 ft transport width (paket-folding)
4	 4 high-gauge wheels instead of upper link steering

Variable adjustment of row spacing 30-70 cm / 11.8-27.6“ 
- vegetable and beet 30-50 cm / 11.8-19.7“ 
- corn 60-70 cm / 23.6-27.6“
1 height-adjustable pre-loosening tine with duckfoot sweep 
per hoe section on the potato or vegetable version
2 height-adjustable pre-loosening tines with duckfoot 
sweeps per hoe section on the corn version
Hoe stars mounted on angular roller bearings,  
individually removable
Hoe stars made of high wear-resistant material

Standard equipment ROLLSTAR

Frame profile extension for wider row spacing
Guided hill-weeder (3 sections)
Hydraulic or mechanical steering support 
(not possible on all machines)
Front mounting support
Warning signs and lights
Pneumatic intercrop-seeder / fertilizer distributor

Optional equipment ROLLSTAR

ROLLSTAR
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ROLLSTAR

When the ROLLSTAR is used front
mounted, a special front mounting
support is used. Example: ROLLSTAR Potato EKR 4-rows

Guided hill-weeder (3-sections) 
for covering and pulling out weeds 
along the potato hills.

VEGETABLE

POTATO

CORN
HOE SECTIONS

VARIOUS

ROLLSTAR
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Length of frame profile = row spacing x number of rows + 20 cm / 7.9“ (transport width will change)

1	 for a row spacing of 70 cm / 27.6“
2	 hydraulic folding – triple frame
3	 hydraulic folding - double folding frame, folds to 3.00 m / 9.8 ft transport width (4 Fold)
4	 4 high-gauge wheels instead of upper link steering

Type/Working width Transport 
width in m / ft 1

Frame length 
in m / ft 1 Tines Hilling elements hp/kW Weight approx. kg / lbs

EHG   2-rows RIGID 1.60 / 5.2 1.60 / 5.2 3 3 20/15 360 / 794
EHG   4-rows RIGID 3.00 / 9.8 3.00 / 9.8 5 5 40/30 500 / 1102
EHG   4-rows HG 2 2.80 / 9.2 3.00 / 9.8 5 5 50/37 720 / 1587
EHG   6-rows RIGID 4.40 / 14.4 4.40 / 14.4 7 7 60/44 850 / 1874
EHG   6-rows HG 2 3.00 / 9.8 4.40 / 14.4 7 7 60/44 980 / 2160
EHG   8-rows RIGID 5.80 / 19.0 5.80 / 19.0 9 9 80/59 1040 / 2293
EHG   8-rows HG 2 3.20 / 10.5 5.80 / 19.0 9 9 80/59 1350 / 2976
EHG 12-rows HG 2, 4 4.80 / 15.7 8.60 / 28.2 13 13 120/88 1580 / 3483
EHG 12-rows HG 3, 4 3.00 / 9.8 8.60 / 28.2 13 13 140/103 1800 / 3968

Technical data HILLSTAR

Soil loosening tine with 180 mm / 7.1“ sweep

Row spacing variable adjustable 65-70 cm / 25.6-27.6“

Hoe section complete with 1 sweep 180 mm / 7.1“ 
and double disc

Hoe section half with 1 sweep 180 mm / 7.1“ 
and single disc
Hilling discs laterally adjustable
Exact adjustment of the angle of the discs

Standard equipment HILLSTAR

Frame extension for wider row spacing
Guided hill-weeder (3 sections)
Hydraulic or mechanical steering-support  
(not possible on all models)
Pneumatic intercrop-seeder / fertilizer distributor
Warning signs and lights

Optional equipment HILLSTAR

HILLSTAR
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HILLSTAR

Guided hill-weeder (3-sections)

HILLING OPERATION
EFFICIENT

HILLSTAR
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min. 
15 cm 
5.9“

min. 
4 cm 
1.6“

min. 
5-10 cm 
2-4“

TECHNICAL HIGHLIGHTS

The steering system precisely recognizes green crop in rows. 
The color of the soil has to be brown or black.

Easy, operator-friendly adjustment 
of the system to the different crop rows.

The big field of vision over several rows ensures good 
guidance also in fields with high weed pressure.

The two lenses of the camera have different exposure settings,
what minimizes the influence of shade (also in strong sunlight).

- 	 Quick couplers on the lower links simplify 
	 mounting of the hoe

- 	 Lower- and upper links are equipped
	 with hardened bushings

- 	 Big offset of total 500 mm / 19.7“ –
	 corrects even serious aberration from the path

- 	 Solid holder for camera with quick couplers to adjust
	 the position and the angle of the camera without tools

Type/Working width Weight approx in kg / lbs

ROW-GUARD 500 364 / 802
ROW-GUARD 500 SR 490 / 1080

Technical data ROW-GUARD

SR - heavy frame - recommended for frame lengths above 7 m / 23 ft

Sideshift frame with offset of 500 mm / 19.7“ in total
Clevis mounting bracket
Upper- and lower links equipped with hardened bushings
Quick couplers for easy and quick attachment of the hoe
Guidance shaft made from high-strength, 
coated metal for minimized wear and tear
Camera with 2 lenses with different exposure for improved 
operation in changing light conditions
Holder for camera for Einböck hoes
Wheel sensor with holder and connection cable suitable for 
farmflex wheels of Einböck hoes
Sensor on the upper link to determine the position 
of the 3 point linkage
Control unit with universal holder for the tractor cabin
Parking support
Storage box for camera and control unit
1 single acting hydraulic valve with pressure-free return line 
and 12 V power plug necessary
Operating instructions

Standard equipment ROW-GUARD

Xenon-working light for operation during night
Stabilizing discs – recommended for small tractors  
(upon request)
Extension cable for camera
Extension cable for wheel sensor
Additional wheel sensor with holder for additional hoes
Additional holder for camera for additional hoes
Ground wheel with sensor – necessary for other brand hoes

Optional equipment ROW-GUARD

ROW-GUARD
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ROW-GUARD

PRECISION CAMERA STEERING
EXACTLY IN BETWEEN THE ROWS

The ROW-GUARD camera steering system guides hoes precisely, even in high speed. Via a control unit in the tractor 
cabin the precision guidance system can be adjusted comfortably. The picture captured by the camera is being 
analyzed on spots with a high concentration of green pixel. With help of the available information about row-
configuration of the crop (row spacing, number of rows, etc.) a raster is put on top of the picture. This data builds 
the basis for the information provided to the sideshift frame which guides the hoe exactly in between the rows.

All the advantages of the ROW-GUARD system are obvious: 

- improved working accuracy 
- in combination with finger weeders all soil is distributed 
- extremely efficient weed control 

Extremely high working speed (up to 15 km/h - 9.3 mph, depending on field con-
ditions) are possible, depending on field and crop conditions. 

The operator does not get tired so quickly, the required concentration is limi-
ted to stay in between the rows – the exact steering is done by the ROW-GUARD 
steering system.

The system can be used in various different green crops, independently from 
row spacing, number of rows, etc.

ROW-GUARD
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Technical data JUMBO

       Type Rotary airlock Weight approx. kg / lbs Transport way

JUMBO OZ without 450 / 992 up to 10 m / 33 ft
JUMBO MZ with 460 / 1014 more than 10 m / 33 ft

Technical data and measurements are approximate and non-binding. We reserve the right to change construction and specification.

1500 l / 42.5 bu / 53 cu-ft tank volume
Seeding unit made from stainless steel - painted
Hydraulic fan (1 single acting hydraulic valve with up to 
30 l/min - 1.14 bu/min - 1.06 cu-ft/min capacity  
and pressure free return line with ¾“ coupling necessary)
Big ground drive wheel with hydr. lifting cylinder 
(1 single acting valve necessary)
Variable gearbox for quantity regulation
Disconnectable agitation shaft
Up to 4 seed metering rollers
Calibration pan
Operating instructions

Standard equipment front-tank JUMBO

Rotary airlock (necessary for seed transportation  
above 10 m / 33 ft)
Hydr. hose set 
(when the tractor has hydr. valves only at the rear)
Lightning
Parking support
Filling steps

Optional equipment front-tank JUMBO

The seeding roller is driven by a big
ground wheel and therefore the
distribution rate is always adjusted to
the working speed. With the 
hydraulically liftable ground wheel 
the JUMBO can be mounted to 
the tractor without hydraulic front 
linkage.

The hydraulic fan produces the necessary airstream to transport the fertilizer or the seeds from the seeding 
unit to the rear mounted distribution heads and further on to the outlets.

From a transport distance of the seeds of 10 m the optionally available rotary airlock ensures that the airstream 
does not escape via the seeding unit and that the necessary air pressure is available.

The seeding volume is regulated by a lever and different seeding rollers.

The machine is supplied with two seed metering rollers allowing 
distribution of nearly every seed or fertilizer (independent from the seed 
or particle size).

JUMBO
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JUMBO

The front JUMBO tank gives the opportunity to distribute seeds or fertilizer when working with folding 
row-crop cultivators and provides improved weight distribution! The tank has a volume of 1500 litres / 
42.5 bu / 53 cu-ft and can work in combination not only with various different rear mounted row-crop 
cultivators, but also with various different types of rear mounted machines (e.g. tined weeders, field 
cultivators,...).

FULL VOLUME
FOR INCREASED PRODUCTIVITY

JUMBO
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P-BOX-MD
P-BOX-ED
P-BOX-STI

INTERSOWING
IS THE BEST EROSION PROTECTION

For the distribution of seeds (or fertilizer) you can mount 
our pneumatic seeding boxes  
P-BOX-MD, P-BOX-ED and P-BOX-STI.

You can find further information in our leaflet for the 
seeding boxes! 

For rigid CHOPSTAR 60-90 cm / 23.6-35.4“, ROLLSTAR Corn 
or HILLSTAR mechanical fertilizer distributors made from 
stainless steel are available.

P-BOX-MD, P-BOX-ED, P-BOX-STI
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P-BOX-MD
P-BOX-ED
P-BOX-STI

• 	 Row spacing

• 	 Number of rows on the planter or drill you used

• 	 Choose front or rear mounting of the row-crop cultivator (or rear 	 
	 mounting in combination with the ROW-GUARD camera steering system)

• 	 Cultivating width per section 
	 (how wide is the intitial strip you want to leave unworked)

• 	 In special crops – how deep shall the row-crop cultivator work?

• 	 Are the rows centred between the tractor wheels?

• 	 Hitch category of the tractor

• 	 Track width of the tractor

TUNED TO YOUR REQUIREMENTS
INDIVIDUAL SOLUTIONS

We can produce a row-crop cultivator for nearly all row crops for you.  
             But we need the following information:



Related brochures

• AEROSTAR, AEROSTAR-EXACT, AEROSTAR-ROTATION - Tined weeder

• ROTARYSTAR - Rotary hoe

• SEEDING MACHINES

Tel: (+43) 7764 64660
Fax: (+43) 7764 6466-385

www.einboeck.at
info@einboeck.at

Einböck GmbH & CoKG
Schatzdorf 7

A-4751 Dorf / Pram
AUSTRIA


